
Heavy-duty open impeller and
wear plate for abrasion and
passage of solids. Optional

cutting device for soft solids.

A DIFFERENT
NAME IN SELF-
PRIMING PUMPS

Mechanical seal in standard
Sic/Viton with stainless shaft
sleeve and integral seal lube.

MECHANICAL SEAL

RUGGED DESIGN1
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FLOW/HEAD OPEN IMPELLER

The S-Series Self-Priming pumps are designed for
harsh environements with solids and abrasives.
With the ability to lift up to 24' the “S” Series
makes difficult self priming applications a little
easier.

A variety of sizes with flows up to
2600 GPM and discharge

pressure up to 210 feet.

VERSATILE

WIDE VARIETY OF
MATERIALS
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FOR MORE INFO CONTACT:

Quickly empty the casing without
the use of tools.

DRAIN VALVE
For use with dirty solvents and
other product compatible with

PTFE.

METAL BELLOWS SEAL

Removes the need for motor
alignments with a rigid coupling

and indexed motor mount.

BI-BLOCK DESIGN

Additional barrier fluid feeder
for air sensitive liquids.

AUTO SEAL LUBRICATOR

Making the pump sealless with
only gaskets. Recommended for

dangerous liquids to protect user
and environment.

MAGNETIC COUPLING
To help maintain the seal in

harsh environment applications.

SEAL FLUSH

OPTIONAL EQUIPMENT

FAMILY OF CURVES


